Install Guide

ACC-ANT-10
Outdoor Directional LTE Antenna N-Type
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Document
Document Details

Version
V1.0 (2024041)
(V1.0 published 20240411)

Firmware
Firmware version can be verified on Verkada
Command command.verkada.com.

Product Models
This install guide pertains to model ACC-ANT-10.
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Introduction
What's in the box

ARE

#8 Wall Anchors (4 pcs)
Drill Size: 1/4"

Pole Straps (2 pcs)
For Pole Diameter: 76.2-101.6mm (3-4")
Drive: Flathead Screwdriver

#8 Wall Screws (4 pcs)
Length: 0.7" Drive: #2 Phillips

ACC-ANT-10

What you’ll need

A compatible Verkada device
e A #2Phillips screwdriver or

power drill with a #2 Phillips driver bit
e Aflathead screwdriver or

power drill with a flathead driver bit
e A13mm socket or adjustable wrench

A1/4" (6.35mm) drill bit for pilot holes
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Installation

Mounting

To adjust the tilt of the antenna, use
a 13mm socket to loosen the pivot
bolt. Once the antenna has been
positioned re-tighten the bolt.

To install on a pole:
Route the provided pole straps “
through the slots and around the g
pole.

Tighten with a flathead screwdriver
or drill bit.
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Installation

Mounting

To install on a wall:

Drill pilot holes and use the provided wall
screws and drywall anchors to fasten the
antenna to the wall.

Once the antenna is installed, connect the
N-type cables by firmly tightening them
onto the Verkada Gateway N-type
connectors.

Please refer to the following article:
Aiming a Directional Antenna for GC31-E
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Appendix
Support

Thank you for purchasing this Verkada product.
If for any reason you're experiencing issues or
need assistance, please contact our 24/[7
Technical Support Team immediately.

Sincerely,
The Verkada Team
verkada.com/support
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